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Installation 
1) If you plan to incorporate this with INSTEON-compatible software, you can write down the INSTEON ID and the location of the fixture you’ll be controlling 

(e.g. 01.F7.G5, Mike’s Bedroom Light) 
2) At the circuit breaker or fuse panel, disable the circuit supplying power to the fixture 
3) Disconnect the wires from the fixture you will be controlling and ensure you have 1/2” of bare wire on the ends 
4) To correctly identify the LINE, LOAD, NEUTRAL, and GROUND wires, enable power to the switch from the circuit breaker or fuse panel, use a line voltage 

meter, then turn the breaker off again 
5) Wiring – Reference either the diagram for “Typical Wiring” or “Wiring with Sense” to properly wire to the In-LineLinc device 
6) Prior to reinstalling the fixture, enable power to the fixture from the circuit breaker or fuse panel 
7) Use the On/Off button to test that the module is working and controlling the Load 
8) Linking - See the Linking sections on the next page to Link your device prior to finishing installation: 

a. Typical Wiring – “Linking In-LineLinc as a Responder” 
b. Wiring with Sense – “Linking In-LineLinc as a Controller” and then optional step of “Linking In-LineLinc as a Responder” 

9) Place the In-LineLinc into the junction box or electrical fixture 
10) Reinstall the fixture 

Note: When placing the In-LineLinc back into the electrical junction box, make sure nothing could accidentally be pressing any of the buttons on its face. 

Quick-Start Guide 

In-LineLincTM Relay - INSTEON® On / Off Module 
(Non-dimming) w/ Sense 
Model: 2475S2 – 15 Amps, Rev 5.1+ (V5.1 or higher label located on the front metal case)  
Wires in-line for ceiling fans and fluorescent lighting circuits without wall switches. 
Independent Load wires allow you to control devices of any voltage up to 120V. 

Preparation 
Installation should be performed only by a qualified electrician or by a homeowner who 
is familiar and comfortable with electrical circuitry. If you have any questions regarding 
installation, we suggest consulting an electrician. Software such as HouseLincTM 2 can 
make management and setup of INSTEON devices much easier. If you have any 
questions regarding setup, contact Tech. Support at SmartLabs. 

Tools Needed 
• Wire cutter / stripper 
• Voltage tester to identify wires inside the junction box 

Status LED

Set button
Off button

On button 

Typical Wiring 
 
 
 

Wiring with Sense 
Motion Sensor Floodlight shown as an example 

SmartLabs Limited Warranty – SmartLabs warrants to original consumer of this product for a period of 2 years from date of purchase, this product will be 
free from defects in material & workmanship & will perform in substantial conformity with its Owner's Manual. Warranty shall not apply to defects caused by 
misuse or neglect.   
U.S. Patent No. 7,345,998, International patents pending © Copyright 2009  
SmartLabs, 16542 Millikan Ave., Irvine, CA 92606, 1-800-SMARTHOME (800-762-7846) 
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Quick-Start Guide                                                                   INSTEON In-LineLinc Relay with Sense 
 

Complete Instructions, Troubleshooting, and Tech Support 
Owner’s Manual: http://wiki.smarthome.com/index.php?title=2475S2_Manual  
Call: Tech. Support @ 1-800-SMARTHOME (800-762-7846) 
Contact Us Online: http://www.smarthome.com/contactus.html  

Linking In-LineLinc as a Controller (to control other INSTEON devices) 
Note: The following setup steps will allow you to use the module’s Sense function to activate other INSTEON devices. 
1) At the In-LineLinc, press & hold the Set button for about 3 seconds. 

The In-Line Linc will beep and the LED will start blinking 
You will have 4 minutes to complete the next step. 

2) Select the INSTEON-compatible Responder you would like the In-LineLinc to control, and start the Responder’s Linking mode. (For most Responders, press & 
hold the On button for 10 seconds or the Set button for about 3 seconds.)  

The LED on the Responder will flash brightly, then remain on dimly. The In-LineLinc Relay will beep twice and its LED will stop blinking. 
3) Test by activating the sensor and verifying the INSTEON Responder is reporting properly. You can also use software such as HouseLinc 2, which requires 

knowing the INSTEON ID from Installation Step 1. 

Linking In-LineLinc as a Responder (so another INSTEON device can control In-LineLinc) 
1) Select the INSTEON-compatible Controller you would like to use to control the In-LineLinc and set it to Linking mode. For most Controllers, press & hold the On 

button for 10 seconds.  
The LED on the Controller will begin blinking rapidly 

You will have 4 minutes to complete the next step. 
2) Press & hold the In-LineLinc Relay Set button for about 3 seconds 

The In-LineLinc will beep twice, its LED will turn off and the Load will turn on 
3) Test by tapping the On and Off buttons on your Controller. You can also use software such as HouseLinc 2, which requires knowing the INSTEON ID from 

Installation Step 1. 

SmartLabs Limited Warranty – SmartLabs warrants to original consumer of this product for a period of 2 years from date of purchase, this product will be 
free from defects in material & workmanship & will perform in substantial conformity with its Owner's Manual. Warranty shall not apply to defects caused by 
misuse or neglect.   
U.S. Patent No. 7,345,998, International patents pending © Copyright 2009  
SmartLabs, 16542 Millikan Ave., Irvine, CA 92606, 1-800-SMARTHOME (800-762-7846) 


